
XLR to Lightning connector Microphone Cable
BY-BCA7

Introduction

Package Contents:

Features：

How to Use itMain features

Thanks for choosing BOYA!

• One BY-BCA7 Microphone Cable
• Carrying case
• User Manual

-  Lightning Connector for iPad, iPhone, iPod Touch
- Connect XLR Microphone to iOS Equipment
- Integrated Pre-amplier
- 3-Position Pad(-20dB,+10dB, +20dB)
- Up to 24bit/48kHz 
- No Batteries Required
- Includes 3.5mm Headphone Output
- Rugged Aluminum Construction
- 6m(20ft) Length Cable

1. Connect XLR with microphone.
2. Connect Lightning connector with iOS equipment.
3. Insert earphone to 3.5mm(1/8") headphone jack if you need 
     to monitor sound.
4. Adjust sound attenuation(-20dB,+10dB, +20dB), depends on 
     how close to sound source.

The BOYA BY-BCA7 is a Microphone Cable with Lightning 
connector for iOS devices (iPhone, iPod touch, iPad).

It allows for up to 24bit/48kHz, integrating pre-amplier, 
connecting XLR dynamic microphone and XLR battery 
powered condenser microphone with iOS equipment.

It provides a 3.5mm(1/8") stereo headphone jack  for monitoring, 
3-Position level control (-20dB,+10dB, +20dB), and 6m(20ft) 
length cable that allows for using in variety situations.

The Lightning connector can support below equipment:
- iPhone X, iPhone 8/8 Plus, iPhone 7/7 Plus, iPhone SE,
   iPhone 6s/6s Plus, iPhone 6/6 Plus, iPhone 5c, iPhone 5s,
   iPhone 5
- iPad mini 4, iPad mini 3, iPad mini 2, iPad mini, iPad Pro,
   iPad (2017), iPad Air 2, iPad Air
- iPod Nano (7th generation), iPod touch 6, iPod touch 5
- And more.

-20dB /+10dB/+20dB

1.  Famale XLR Connector
2.  Pre-ampli�er
3.  3-Position Pad (-20dB,+10dB, +20dB)
4.  3.5mm(1/8") stereo headphone jack
5.  Lightning connector

NOTE:
1. This cable only works with XLR dynamic microphone and XLR 
     battery powered condenser microphone
2. Before recording an important event, record and play back a 
    short test clip with the microphone to ensure audio recording 
    is functioning properly.

30Hz-20kHz

44.1 kHz / 48 kHz

16Bit / 24Bit

-20dB,+10dB, +20dB

Supplied by iOS device

Apple MFi certifed Lightning connector

6m(20ft)

180g

Frequency Response：

Sampling Frequency: 

Bitrate: 

Level Control：

Power Requirement: 

Connector:

Cable Length: 

Weight: 

Speci�cations：
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